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Waterdos	Motorized	Ball	Valves	
	

	

è Stainless	Steel	304	valve	
è “Spring	Close”	in	case	of	power	failure	
è Over	70,000	turn	lifespan	
è Visual	Indicator	
	

	

Specifications	
	

	

Valve	Size:	DN15	&	D20	
Max	Operating	pressure:	10	BAR	
Circulation	Medium:	Fluid,	Air	
Rated	Voltage:	AC	230V	
Working	Current:	£500MA	

Open/Close	time:	£5	seconds	
Life	span:	70,000	rotations	
Valve	Body:	304	Stainless	Steel	
Actuator	Material:	Engineered	Plastics	
Sealing	Material:	PTFE	
Actuator	Rotation:	90°	
Max.	Torque	Force:	2Nm	

Cable	length:	1.2m	

Operating	Temperature:	-15°C	to	50°C	
Liquid	Temperature:	2°C	to	90°C	
Manual	Override:	No	
Indicator:	Yes	
Protection	Class:	IP67	
	

	

Part	Numbers	
	

MTRVLV-15MM	BSB	

MTRVLV-20MM	BSB	

	

	

	 Data	Sheet	
	

	

	

	

	

Applications	
	

	

Bleed	Valve	for	Conductivity	

Dosing	Valve	for	ORP	

Automated	Bleed	flush	on	filtration	units	

	

	

Wiring	Diagram	

	

	

	

	

	

	

	

	


